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Group 3 Cage Specs:  Floor Space 4.3 Ft2 minimum.  32”t x 24”w x 27”deep (10 kga animal)  
Group 4 Cage Specs:  Floor Space 6.0 Ft2 minimum.  32”t x 30”w x 27” deep (15 kga animal) 
 
Standard Features Include: 

• 304 Stainless Steel Construction 
• 5 Bar ½” Rod Perch 
• Squeeze back gliding on UHMW bearing blocks 
• Food Box 
• Transfer box rod 
• 1” x 3” .162 Wire front, 1” x 1” Wire Floor 
• 18 Ga. Back and Side Sheet 
• Data Card Holder 
• One Visual divider provided per pair of cages 
• Bead Blasted to a Matte finish. 

 
Custom Features Available:  (discuss these options with your sales rep) 
 
Door Styles (see below):     Food Box: 
___  Horizontal (opening from the right of the cage)  ___  Wire Box 
___  Horizontal (opening from the left of the cage)  ___  Removable Box 
___  Vertical (guillotine style)     ___  Solid Box with holes in the bottom 
___  Vertical (guillotine style, with cage front sloped)  ___  Other 
 
Divider Options:       Perch Styles: 
___  Fully removable      ___  Number of Rods 
___  Self-Contained      ___  Size of Rods 
___  No Dividers (single housed) 
___ Type of Divider – Solid 
___ Type of Divider – Visual     Pairing: 
___ Type of Divider – Grooming/Contact    ___  Pairing from Rack to Rack    
 
Metabolic Waste Pan:      ___  Wall Hung Cages     
___  Slide angles added to the bottom of cage   ___  Rack Hung Cages 
        to hold pan 
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